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Configuration Page (1/2)

Machine ID

Total Memory
Firmware Version
Printer Language
Attached Equipment
Print Cartridge
Transfer Roller
Paper Feed Roller
Fusing Unit

Tray Priority
Bypass Tray Priority
Bypass Tray

Tray 1

Registration
Horizontal: Tray 1
Horizontal: Bypass Tray

Horizontal; Duplex: Back Side

Auto Continue

Sub Paper Size

Blank Page Print

Energy Saver Mode 2
Default Paper Size

Auto E-mail Notification
PCL6 Mode

T318Q236036

64MB

RICOH Aficio SP 3510DN

Bootloader[V0.12], Firmware[V2.10/M1165052D)], Engine[1.01:01 ]
PCL 5¢[V2.10], PCL XL[V2.10], Adobe PostScript 3[V2.10]

- Tray 1
Machine Setting(s)

A4

Ad

Off

Off

Ad
Off
SP 3500/3510

Orientation

Font Number
Font Pitch
Courier Font
Append CR to LF

Portrait

0

10.00
Regular
Off

Resolution

Timeout: USB

DHCP

Subnet Mask

Ethernet

Fixed USB Port
Timeout; Locked Print

600 % 600 dpi

‘ 60 seconds

Inactive
255.255.255.0
Auto Select
Off

60 seconds

MAC Address

00-26-73-¢9-63-53

36700

Total Counter
Paper Misfeed: Standard Tray
Paper Misfeed: Tray 1

62

25

Code 3 Code 3

Code 3

Plain Paper (65-99g/m2)
Plain Paper (65-99g/m2)

Vertical: Tray 1
Vertical: Bypass Tray
Vertical: Duplex: Back Side

Copies

Duplex

Energy Saver Mode |
Energy Saver Mode 2 Timer
Print Error Report

Low Humidity Mode

Form Lines
Point Size
Symbol Set
Extend A4 Width
Resolution

Timeout: Network
IP Address
Gateway Address
USB Setting
IPsec

Host Name

Duplex Counter

Paper Misfeed: Duplex Unit
Internal Misfeed
Paper Misfeed: Bypass Tray

Code 3 Code 3

L)

1

Off

Off

1 minute
Off

Off

64

12.00

PC-8

Off

600 x 600 dpi

60 seconds
192.168.4.102
192.168.4.
Auto Select
Inactive

3510DN-C96353

332

28

Code 3




Configuration Page (1/2)

Machine ID

Total Memory
Firmware Version
Printer Language
Attached Equipinent
Print Cartridge
Transfer Roller
Paper Feed Roller
Fusing Unit

Tray Priority
Bypass Tray Priority
Bypass Tray

Tray |

T318QR30034
64MB

RICOH Aficio SP 3510DN

Bootloader[V(.12], Firmware[V2.10/M1165052D)], Engine[1.01:01 ]
PCL 5¢[V2.10], PCL XL[V2.10], Adobe PostScript 3[V2.10]

Tray 1

Machine Setting(s)

Ad

A4

Registration

Horizontal: Tray |
Horizontal: Bypass Tray
Horizontal: Duplex: Back Side

Auto Continue

Sub Paper Size

Blank Page Print

Energy Saver Mode 2
Defauit Paper Size

Auto E-mail Notification
PCL6 Mode

SP 3500/3510

Orientation

Font Number
Font Pitch
Courier Font
Append CR to LF

Portrait

0

10.00
Regular
Off

Resolution

Timeout: USB

DHCP

Subnet Mask

Ethemet

Fixed USB Port
Timeout: Locked Print

MAC Address

Total Counter

600 x 600 dpi

‘ 60 seconds

Inactive
255.255.255.0
Auto Select
Off

60 seconds

00-26-73-¢5-63-51

| 47440

Total

Ol

Paper Misfeed: Standard Tray

Paper Misfeed: Tray 1

Code 3

Code 3

41

32

Code 3

Code 3

Code 3

Plain Paper (65-99g/m2)
Plain Paper (65-99g/m2)

Vertical; Tray |
Vertical: Bypass Tray
Vertical; Duplex: Back Side

Copies

Duplex

Energy Saver Mode 1
Energy Saver Mode 2 Timer
Print Error Report

Low Humidity Mode

Form Lines
Point Size
Symbol Set
Extend A4 Width
Resolution

Timeout: Network
IP Address
Gateway Address
USB Setting
IPsec

Host Name

Duplex Counter

Paper Misfeed: Duplex Unit
Internal Misfeed
Paper Misfeed: Bypass Tray

Caode 3 Code 3

<

1

Off

Off

| minute
Off

Off

64

12.00

PC-8

Off

600 x 600 dpi

G0 seconds
192.168.4,108
192.168.4.1
Auto Select
Inactive

3510DN-CG6351

95

oo

Code 3




Configuration Page (1/2)

Machine ID

Total Memory
Firmware Version
Printer Language
Attached Equipment
Print Cartridge
Transfer Roller
Paper Feed Roller
Fusing Unit

Tray Priority
Bypass Tray Priority
Bypass Tray

Tray 1

T317Q530009

64MB

Bootloader[V0.12], Firmware[V2.09/M1165052C], Engine[l1.01:01 }
PCL 5e[V2.09], PCL XL[V2.09], Adobe PostScript 3[V2.09]

Tray 1

Machine Setting(s)

Ad
Ad

egistration
Horizontal: Tray |
Horizontal: Bypass Tray

Horizontal: Duplex: Back Side

Auto Continue

Sub Paper Size

Blank Page Print

Energy Saver Mode 2
Default Paper Size

Auto E-mail Notification
PCL6 Mode

Orientation

Font Number
Font Pitch
Courier Font
Append CR to LF

Resolution

Off
SP 350043510

Portrait
0

10.00
Regular
Off

600 x 600 dpi

Timeout: USB

DHCP

Subnet Mask

Ethernet

Fixed USB Port
Timeout: Locked Print

Total Counter

Total Counter
Paper Misfeed: Standard Tray
Paper Misfeed: Tray 1

60 seconds
Inactive
255.255.255.0
Auto Select
Off

60 seconds

53917

29

17

SC 202

8C202
Code 3

SC202

00-26-73-c9-45-41

SC 202

SC 202

Plain Paper (65-99g/m2)
Plain Paper (65-99g/m2)

Vertical: Tray !
Vertical: Bypass Tray
Vertical: Duplex: Back Side

Copies

Duplex

Energy Saver Mode 1
Energy Saver Mode 2 Timer
Print Error Report

Low Humidity Mode

Form Lines

Point Size
Symbol Set
Extend A4 Width
Resolution

Timeout: Network
IP Address
Gateway Address
USB Setting
IPsec

Host Name

Duplex Counter

Paper Misfeed: Duplex Unit
Internal Misfeed
Paper Misfeed: Bypass Tray

SC 202

RICOH Aficio SP 3510DN

SC 202

<

1

Off

Off

I minute
Off

Off

64

12.00

PC-8

Off

600 x 600 dpi

60 seconds
192.168.4.14
192.168.4.1
Auto Select
Inactive

ASUS-2503118

7586




A

Please send FAX from this edge,

Page Counter

Serial No.: 2155R630086
Data of Today: 25 Feb. 2026 17:13

Copier:Color 787
CopierB & W 17762
Printer:Color 5090
Printer:B & W 8337
Color Total 5877
B & W Total 24104
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25J31




Machine ID
Total Memory

Firmware Version
Printer Language
Attached Equipment
Print Cartridge
Transfer Roller
Paper Feed Roller
Fusing Unit

Configuration Page (1/2)

Tray Priority
Bypass Tray Priority
Bypass Tray

Tray 1

T318Q230009
64MB

Bootloader[V0,12], Firmware[V2.10/M1165052D], Engine[1.01:01 ]
PCL 5¢[V2.10}, PCL XL{V2.10], Adobe PostScript 3[V2.10]

Tray 1

Machine Setting(s)
Ad
Ad

Registration

Horizontal: Tray 1
Horizontal: Bypass Tray
Horizontal: Duplex: Back Side

Auto Continue

Sub Paper Size

Blank Page Print

Energy Saver Mode 2
Default Paper Size

Auto E-mail Notification
PCL6 Mode

Orientation

Font Numnber
Font Pitch
Courier Font
Append CR to LF

Off
SP 3500/3510

Portrait
0

10.00
Regular
Off

Resolution

imeout: USB

DHCP

Subnet Mask

Ethernet

Fixed USB Port
Timeout: Locked Print

Total Counter

Total Counter

Paper Misfeed: Standard Tray

Paper Misfeed: Tray |

" 600 x 600 dpi

60 seconds
Inactive
255.255.255.0
Auto Select
Off

60 seconds

00-26-73-¢9-63-6¢

219128

219
31
78

SC 670 SC 202
Code 3 Code 3

Plain Paper (65-99g/m2)
Plain Paper (65-99g/m2)

Vertical: Tray 1
Vertical: Bypass Tray
Vertical: Duplex: Back Side

Copies

Duplex

Energy Saver Mode 1
Energy Saver Mode 2 Timer
Print Error Report

Low Humidity Mode

Form Lines

Point Size
Symbol Set
Extend A4 Width
Resolution

Timeout: Network
IP Address
Gateway Address
USB Setting
IPsec

Host Name

Duplex Counter

Paper Misfeed: Duplex Unit
Internal Misfeed
Paper Misfeed: Bypass Tray

SC 670 SC 670
Code 6 Code 3

RICOH Aficio SP 3510DN

o

1

Off

On

1 minute
Off

Off

64

12.00

PC-8

Off

600 x 600 dpi

60 seconds
192.168.4.116
192.168.4.1
Auto Select
Inactive

THEO

4705

107

SC 670
Code 3




Configuration Page (1/2)

RICOH Aficio SP 3510DN

Machine ID

Total Memory
Firmware Version
Printer Language
Attached Equipment
Print Cartridge
Transfer Roller
Paper Feed Roller
Fusing Unit

Tray Priority
Bypass Tray Priority
Bypass Tray

Tray 1

Registration

Horizontal: Tray 1

Horizontal: Bypass Tray
Hovizontal: Duplex: Back Side

Auto Continue

Sub Paper Size

Blank Page Print

Energy Saver Mode 2
Default Paper Size

Auto E-mail Notification
PCL6 Mode

Orientation

Font Number
Font Pitch
Courier Font
Append CR to LF

Resolution

Timeout: USB

DHCP

Subnet Mask

Ethernet

Fixed USB Port
Timeout: Locked Print

T318Q130512
64MB

Bootloader[V0.12], Firmware[V2.I0/M11650521}], Engine[1.01:01 ]
PCL 5¢[V2.10], PCL XL[V2.10], Adobe PostScript 3[V2.10}

Tray 1
Machine Setting(s)
A4
Ad

Off
SP 3500/3510

Portrait
0

10.00
Regular
off

600 x 600 dpi

60 seconds
Inactive
255.255.255.0
Auto Select
off

60 seconds

MAC Address

Total Counter

00-26-73-c9-61-2f

53208

Total Counter
Paper Misfeed: Standard Tray
Paper Misfeed: Tray

Code 6

Code3

38
8
23

Code 3

Code 3

Code 3

Plain Paper (65-99g/m2)
Plain Paper (65-99g/m2)

Vertical: Tray 1
Vertical: Bypass Tray
Vertical: Duplex: Back Side

Copies

Duplex

Energy Saver Mode 1
Energy Saver Mode 2 Timer
Print Error Report

Low Humidity Mode

Form Lines

Point Size
Symbol Set
Extend A4 Width
Resolution

Timeout; Network
IP Address
Gateway Address
TJSB Setting
IPsec

Host Name

Dupiex Counter

Paper Misfeed: Duplex Unit
Internal Misfeed
Paper Misfeed: Bypass Tray

Code3 Code 3

=4

I

Off

Off

1 minute
Off

Off

64

12.00

PC-8

Off

600 x 600 dpi

60 seconds
192.168.4.112
192.168.4.1
Auto Select
Inactive

DELL-230908

241

Code 3




RICOH Aficio SP 3510DN

Configuration Page (1/2)

Machine I
Total Memory
Firmware Version
Printer Language
Attached Equipment
Print Cartridge
Transfer Roller
Paper Feed Roller
Fusing Unit

T318Q130877
G64MB

Boottoader[V0.12], Firmware[V2.10/M1165052D], Engine[1.01:01 ]
PCL 5¢[V2.10), PCL XL[V2.10], Adobe PostScript 3{V2.10]

Tray Priority Tray |

Bypass Tray Priority Machine Setting(s)

Bypass Tray Ad Plain Paper (65-99g/m2)
Tray 1 Ad Plain Paper (65-99g/m2)

Registration

Horizontal: Tray 1 0 Vertical: Tray | 0

Horizontal: Bypass Tray 0 Vertical: Bypass Tray 0

Horizontal: Duplex: Back Side 0 Vertical: Duplex: Back Side 0

Auto Continue Off Copies 1

Sub Paper Size Off Duplex Off

Blank Page Print On Energy Saver Mode | Off

Energy Saver Mode 2 On Energy Saver Mode 2 Timer 1 minute

Default Paper Size A4 Print Error Report Off

Auto E-mail Notification Off Low Humidity Mode Off

PCL6 Mede SP 3500/3510

Orientation Portrait Form Lines 64

Font Number 0 Point Size 12.00

Font Pitch 10.00 Symbol Set PC-8

Courier Font Regular Extend A4 Width off

Append CR to LF Off Resolution 600 x 600 dpi

Resolution 600 x 600 dpi

Timeout: USB 60 seconds Timeout: Network 60 seconds

DHCP Inactive IP Address 192,168.4.109

Subnet Mask 255.255,255.0 Gateway Address 192.168.4.1

Ethernet Auto Select USB Setting Auto Select

Fixed USB Port Off [Psec Inactive

Timeout: Locked Print 60 seconds

MAC Address 00-26-73-c9-62-1e Host Name 3510DN-CS621E
94113 Duplex Counter 2186

Total Counter 04 Paper Misfeed: Duplex Unit 0

Paper Misfeed: Standard Tray 5 Internal Misfeed 8

Paper Misfeed: Tray 1 51 Paper Misfeed: Bypass Tray 0

Code 3 Code 3 Code 6 Code 6 Code 3 Code 3 Code 3 Code 3




‘Configuration Page (1/2)

RICOH Aficio SP 3510DN

Machine ID

Total Memory
Finnware Version
Printer Language
Attached Equipment
Print Cartridge
Transfer Roller
Paper Feed Roller
Fusing Unit

T318Q130520
64MB

Bootloader[V0.12], Firmware[V2. 10/M1 165032D], Engine[f.01:01 ]
PCL 3e¢[V2.10], PCL XL[V2.10], Adobe PostScript 3[V2.10]

Tray Priority
Bypass Tray Priority
Bypass Tray

Tray 1

Registration
Horizontal: Tray |
Horizontal: Bypass Tray

Horizontal: Duplex: Back Side

Tray 1
Machine Setting(s)
Ad

A4

Auto Continue

Sub Paper Size

Blank Page Print

Energy Saver Mode 2
Default Paper Size

Auto E-mail Notification
PCL6 Mode

Orientation

Font Number
Font Pitch
Courier Font
Append CR to LF

Off
Off
On
On
Ad
Off

SP 3500/3510

Pottrait

0

10.00
Regular
Off

Resolution

Timeout: USB

DHCP

Subnet Mask

Ethernet

Fixed USB Port
Timeout: Locked Print

MAC Address

Total Counter

Total Counter
Paper Misfeed: Standard Tray
Paper Misfeed; Tray |

Code 3 Code 3

600 x 600 dpi

60 seconds
Inactive
255.255.255.0
Auto Select
Off

60 seconds

00-26-73-¢9-61-33

22353

45
3
18

Code 3 Code 3

Code 3

Plain Paper (65-99g/m2)
Plain Paper (65-99g/m2)

Vertical: Tray 1
Vertical: Bypass Tray
Vertical: Duplex: Back Side

Copies

Duplex

Energy Saver Mode 1
Energy Saver Mode 2 Timer
Print Exror Report

Low Humidity Mode

Form Lines
Point Size
Symbol Set
Extend A4 Width
Resolution

Timeout: Network
IP Address
Gateway Address
USB Setting
[Psec

Host Name

Duplex Counter

Paper Misfeed: Duplex Unit
Internal Misfeed
Paper Misfeed: Bypass Tray

Code 3 Code 3

<

1

Off

Off

| minute
Off

Off

64

12,00

PC-8

Off

600 x 600 dpi

60 seconds
192.168.4.107
192.168.4.1
Auto Select
Inactive

DESKTOP-240627

58

24

Code 3




Confi guratibn Page (1/2)

Machine ID
Total Memory 64MB
Firmware Version

“Printer Language
Attached Equipment
Print Cartridge
Transfer Roller
Paper Feed Roller
Fusing Unit

T318Q130515

Tray Priority Tray 1

Bypass Tray Priority Machine Setting(s)
Bypass Tray Ad

Tray | Ad

Registration
Horizontal: Tray 1 0
. Horizontal: Bypass Tray 0

Horizontal: Duplex: Back Side

Auto Continue Off
Sub Paper Size Off
Biank Page Print On
Energy Saver Mode 2 On
Default Paper Size Ad
Auto E-mail Notification Off
PCL6 Mode SP 350073510
Portrait
Font Number 0
Font Pitch 10.00
Courier Font Regular
Append CR to LF Off

Resolution 600 x 600 dpi

Timeout: USB 60 seconds

DHCP Inactive
Subnet Mask 255.255.255.0
Ethernet Auto Select
Fixed USB Port Off

Timeout: Locked Print 60 seconds

MAC Address

67614
Total Counter 73
Paper Misfeed: Standard Tray 9
Paper Misfeed: Tray | 36

Code 3 Code 3 Code 3

00-26-73-¢9-61-32

Code 6

Bootloader[V(.12], Firmware[V2.10/M1165052D], Engine[1.01;01 }
PCL 5¢[V2.10], PCL XL[V2.10], Adobe PostScript 3{V2.10]

Plain Paper (65-99g/m2)
Plain Paper (65-99g/m2)

Vertical: Tray 1
Vertical: Bypass Tray
Vertical: Duplex: Back Side

Copies

Duplex

Energy Saver Mode |
Energy Saver Mode 2 Timer
Print Error Report

Low Humidity Mode

Forin Lines

Point Size
Symbol Set
Extend A4 Width
Resolution

Timeout: Network
IP Address
Gateway Address
USB Setting
IPsec

Host Name

Duplex Counter

Paper Misfeed: Duplex Unit
Internal Misfeed
Paper Misfeed: Bypass Tray

RICOH Aficio SP 3510DN

sl

1

Off

Off

1 minute
Off

Off

64

12.00

PC-8

Off

600 x 600 dpi

60 seconds
192.168.4.115
192.168.4.1
Auto Select
Inactive

3510DN-C96132

79

28




Conﬁguration Page (1/2)

RICOH Aficio SP 3510DN

Machine D

Total Memory
Firinware Version
Printer Language

T318Q230037

64MB

Bootloader[V(.12], Firmware[V2.10/M1165052D], Engine{§.01:01 ]
PCIL, 5¢[V2.10], PCL XL[V2.10], Adobe PostSeript 3[V2.10]

Attached Equipment

Print Cartridge
Transfer Rofler
Paper Feed Roller
Fusing Unit

Tray 1

Tray Priority
Bypass Tray Priovity Machine Setting(s)
Bypass Tray Ad Plain Paper (65-99g/m2)
Tray | Ad Plain Paper (65-99g/m2)
Registration
Horizontal: Tray 1 0 Vertical: Tray | 0
Horizontal: Bypass Tray 0 Vertical: Bypass Tray 0
Horizontal: Duplex:; Back Side 0 Vertical: Duplex: Back Side 0
Auto Continue Off Copies L
Sub Paper Size Off Duplex off
Blank Page Print On Energy Saver Mode | Off
Energy Saver Mode 2 On Energy Saver Mode 2 Timer 1 minute
Default Paper Size Ad Print Error Report Off
Auto E-mail Notification Off Low Humidity Mode Off
PCL6 Mode SP 3500/3510
rlentétlon Portrait Form Lines 64
Font Number 0 Point Size 12.00
Font Pitch 10.00 Symbol Set PC-8
Courier Font Regular Extend A4 Width Off .
Append CR to LF Off Resolution 600 x 600 dpi
Resolution 600 x 600 dpi
Timeout: USB 60 seconds Timeout: Network 60 seconds
DHCP Inactive IP Address 192.168.4.105
Subnet Mask 255.255.255.0 Gateway Address 192,168.4.1
Ethernet Auto Select USB Setting Auto Select
Fixed USB Port Off 1Psec Inactive
Timeout: Locked Print 60 seconds
MAC Address 00-26-73-c9-63-66 Host Name 3510DN-C96366
18015 Duplex Counter 68
Total Counter 96 Paper Misfeed: Duplex Unit 0
Paper Misfeed: Standard Tray 17 Internal Misfeed 27
Paper Misfeed: Tray 1 52 Paper Misfeed: Bypass Tray 0
Code 3 Code 3 Code 3 Code 3 Code 3 Code 3 Code 6 Code 3




Configuration Page (1/2)

Total Memory
Firmware Version
Printer Language
Attached Equipment
Print Cartridge
Transter Roller
Paper Feed Roller
Fusing Unit

Tray Priority
Bypass Tray Priority
Bypass Tray

Tray |

T318Q230026

64MB

Bootloader{V0.12], Firmware[V2.10/M1165052D], Engine[1.01:01 ]
PCL 5e[V2.10], PCL XL{V2.10], Adobe PostScript 3[V2.10]

Tray 1

Machine Setting(s)

Ad Plain Paper (65-99g/m2)
A4 Plain Paper {65-99g/m2)

Registration

Horizontal: Tray 1
Horizontal: Bypass Tray
Horvizontal: Duplex: Back Side

Auto Continue

Sub Paper Size

Blank Page Print

Energy Saver Mode 2
Default Paper Size

Auto E-mail Notification
PCL6 Mode

Orientation

Font Number
Font Pitch
Courier Font
Append CR to LF

Resolution

Timeout: USB

DHCP

Subnet Mask

Ethernet

Fixed USB Port
Timeout: Locked Print

MAC Address

0 Vertical: Tray |

0 Vertical: Bypass Tray

0 Vertical: Duplex: Back Side
Off Copies

Off Duplex

On Energy Saver Mode 1

On Energy Saver Mode 2 Timer
Ad Print Error Report

Off Low Humidity Mode

SP 3500/3510

Portrait Form Lines

0 Point Size

10.00 Symbol Set

Regular Extend A4 Width

Off Resolution

600 x 600 dpi

60 seconds Timeout: Network
Inactive | IP Address
255.255.255.0 Gateway Address
Auto Select USB Setting

Off {Psec

60 seconds

00-26-73-¢9-63-4d Host Name

Total Counter

Total Counter
Paper Misfeed: Standard Tray
Paper Misfeed: Tray |

43700 Duplex Counter
63 Paper Misfeed: Duplex Unit
5 Internal Misfeed
38 Paper Misfeed: Bypass Tray

Code 3 Code 3

Code 3 Code 3 Code 3 Code 3 Code 3

RICOH Aficto SP 3510DN

=)

i

Off

Off

| minute
Off

Off

64

12.00

PC-8

Off

600 x 600 dpi

60 seconds
192.168.4.103
192.168.4.1
Auto Select

" Inactive

3510DN-C9634D

55

20

Code 3




Configuration Page (1/2)

RICOH Aficio SP 3510DN

Machine ID

Total Memory
Firmware Version
Printer Language
Attached Equipment
Print Cartridge
Transfer Roller
Paper Feed Roller
Fusing Unit

Tray Priovity
Bypass Tray Priority
Bypass Tray

Tray 1

Registration
Horizontal: Tray 1

Horizontal: Bypass Tray
Horizontal: Duplex: Back Side

Auto Continue

Sub Paper Size

Blank Page Print
Energy Saver Mode 2
Default Paper Size
Auto E-mail Notification
PCL6 Mode

QOrientation

Font Number
Font Pitch
Courier Font
Append CR to LF

Resolution

Timeout: USB
DHCP

Subnet Mask
Ethernet

Fixed USB Port

Timeout: Locked Print

MAC Address

Totai Counter

Paper Misfeed: Standard Tray
Paper Misfeed: Tray |

T318Q130521
64MB

Bootloader[V0.12], Firmware[V2.10/M1165052D], Engine[1.01:01 ]
PCL 5¢[V2.10}, PCL XL[V2.10], Adobe PostScript 3[V2.10}

Tray 1

Machine Setting(s)
Ad

Ad

Off
SP 3500/3510

Portrait
0

10.00
Regular
Off

600 x 600 dpi

60 seconds
Inactive
255.255.255.0
Auto Select
Off

60 seconds

00-26-73-¢9-61-ce

5271

41
15
I3

Plain Paper (65-99g/m2)
Plain Paper (65-99g/m2}

Vertical: Tray 1
Vertical: Bypass Tray
Vertical: Duplex: Back Side

Copies

Duplex

Energy Saver Mode 1
Energy Saver Mode 2 Timer
Print Error Report

Low Humidity Mode

Form Lines
Point Size
Symbol Set
Extend A4 Width
Resolution

Timeout: Network
IP Address
Gateway Address
USB Setting
[Psec

Host Name

Duplex Counter

Paper Misfeed: Duplex Unit
Internal Misfeed
Paper Misfeed: Bypass Tray

=

1

Off

Off

1 minute
Off

Off

64
12.00

PC-8

Off

600 x 600 dpi

60 seconds
192.168.4.101
192.168.4.1
Auto Select
Inactive

DESKTOP-6RGULPC




Conﬁguratidn Page (1/2)

RICOH Aficio SP 3510DN

Machine ID

Total Memory
Firmware Version
Printer Language
Attached Equipment
Print Cartridge
Transfer Roller
Paper Feed Roller
Fusing Unit

Tray Priority
Bypass Tray Priority
Bypass Tray

Tray 1

T318Q230033
64MB

Bootloader[V0.12], Firmware[V2.10/M1165052D), Engine[1.01:01 ]
PCL 5e[V2.10], PCL XL[V2.10], Adobe PostSeript 3{V2.10]

Tray |

Machine Setting(s)
Ad

Ad

Registration -

Horizontal; Tray 1

Horizontal: Bypass Tray
Horizontal: Duplex: Back Side

Auto Continue

Sub Paper Size

Blank Page Print

Energy Saver Mode 2
Default Paper Size

Auto E-mail Notification
PCL6 Mode

Crientation

Font Number
Font Pitch
Courier Font
Append CR to LF

Resolution

Timeout; USB

DHCP
Subnet Mask
Ethernet

Fixed USB Port ‘
Timeout: Locked Print

MAC Address

Total Counter
Paper Misfeed: Standard Tray
Paper Misfeed: Tray |

Code 3 Code 3

Off

SP 3500/3510

Portrait
0

10.00
Regular
Off

600 x 600 dpi

60 seconds
Inactive
255.255.255.0
Auto Select
Off

60 seconds

00-26-73-¢9-63-5b

89005

73
4
46

Code3 Code 3

Code 3

Plain Paper (65-99g/m2)
Plain Paper (65-99g/m2)

Vertical: Tray 1
Vertical: Bypass Tray
Vertical: Duplex: Back Side

Copies

Duplex

Energy Saver Mode |
Energy Saver Mode 2 Timer
Print Error Report

Low Humidity Mode

Forin Lines

Point Size
Symbol Set
Extend A4 Width
Resolution

Timeout: Network
IP Address
Gateway Address
USB Setting
iPsec

Host Name

Duplex Counter

Paper Misfeed: Duplex Unit
Internal Misfeed
Paper Misfeed: Bypass Tray

Code 3 Code 3

[l

1

Off

Off

1 minute
Off

Off

64

12.00

PC-8

Off

600 x 600 dpi

60 seconds
192.168.4.110
192.168.4.1
Auto Select
Inactive

DESKTOP-230919

39

Code 3




Configuration Page (1/2)

Machine 1D
Total Memory
Firmware Version
Printer Language
Attached Equipment
Print Cartridge
Transfer Roller
Paper Feed Roller
Fusing Unit

Tray Priority
Bypass Tray Priority
Bypass Tray

Tray 1

Registration
Horizontal: Tray 1
Horizontal: Bypass Tray

Horizontal: Duplex: Back Side

Auto Continue

Sub Paper Size

Blank Page Print

Energy Saver Mode 2
Default Paper Size

Auto E-mail Notification
PCL6 Mode

T318Q230032

64MB

Bootloader{ V0.12], Firmware[V2.10/M1165052D], Engine[1.01:01 ]
PCL 5¢[V2.10], PCL XL[V2.10], Adobe PostScript 3[V2.10]

Tray 1

Machine Setting(s)

A4
Ad

SP 3500/3510

Orientation

Font Number
Font Pitch
Courier Font
Append CR to LF

Resolution

Timeout: USB
DHCP

Subnet Mask
Ethernet

Fixed USB Port
Timeout: Locked Print

Portrait
0

10.00
Regular

Off

600 x 600 dpi

60 seconds
Inactive
255.255.255.0
Auto Select
Off

60 seconds

MAC Address

Total Counter

00-26-73-c9-63-4f

Total Counter
Paper Misfeed: Standard Tray
Paper Misfeed: Tray |

72

50

Code 3

Code 3

Code 3

Code 3

Code 6

Plain Paper (65-99g/m2)
Plain Paper (65-99g/m2)

Vertical: Tray 1
Vertical: Bypass Tray
Vertical: Duplex: Back Side

Copies

Dupiex

Energy Saver Mode 1
Energy Saver Mode 2 Timer
Print Error Report

Low Humidity Mode

Form Lines
Point Size
Symbol Set
Extend A4 Width
Resolution

Timeout; Network
IP Address
Gateway Address
USB Setting
[Psec

Host Name

Duplex Counter

Paper Misfeed: Duplex Unit
Internal Misfeed
Paper Misfeed: Bypass Tray

RICOH Aficio SP 3510DN

o

1

Off

Off

1 minute
Off

Off

64

12,00

PC-8

Off

600 x 600 dpi

60 seconds
162.168.4.21
192,168.4.1
Auto Select
Inactive

MINI-2301041

103




A

Please send FAX from this edge,

Page Counter

Serial No.:
Data of Today:

Y196P801170
25 Feb. 2026 16:12

Color Total

10523

B & W Tofal

55197

Please FAX to ...

17K21




Please send FAX from this edge.

Counter

Serial No.:

Data of Today:

G165RB80015
25 Feb, 2026 17:05

Tota.i

449279

Please FAX to ...

16426




A

Please send FAX from this edge.

Counter

Serial No.:

C369P700459

Data of Today: 25 Feb. 2026 16:25

Total

62870

Please FAX to ...

19K01




V' N

Please send FAX from this edge.

Counter

Serial No.:

C367P500243

Data of Today: 25 Feb. 2026 16:56

Total

402944

Please FAX to ...

17H10




Configuration Page (1/2)

Machine [D T318Q230035

Total Memeory 64MB

Firmware Version Bootloader{ V0.12], Firmware[V2,10/M1165052D], Engine]l1.01:01 ]
Printer Language PCL 5¢[V2.10], PCL X1.[V2.10], Adobe PostScript 3{V2.10]

Attached Equipment

Print Cartridge
Transfer Roller
Paper Feed Roller
Fusing Unit

Tray Priority Tray 1

Bypass Tray Priority Machine Setting(s)
Bypass Tray Ad

Teay | Ad

Registration

Horizontal: Tray 1 0

Horizontal; Bypass Tray 0

Horizontal: Duplex: Back Side 0

Auto Continue Off
Sub Paper Size Off
Blank Page Print On
Energy Saver Mode 2 On
Default Paper Size A4
Auto E-mail Notification Off
PCL6 Mode SP 3500/3510
Orientation Portrait
Font Number 0

Font Pitch 10.00
Courier Font Regular
Append CR to LF Off

Resolution 600 x 600 dpi

Timeout: USB 60 seconds
DHCP Inactive
Subnet Mask 2552552550
Ethernet Auto Select
Fixed USB Port Off

Timeout: Locked Print 60 seconds

MAC Address 00-26~73-c9-63-5¢

Total Counter 92037

Total Counter 68
Paper Misfeed: Standard Tray 6
Paper Misfeed: Tray 1 51

Plain Paper (65-99g/m2)
Plain Paper (65-99g/m2)

Vertical: Tray 1
Vertical: Bypass Tray
Vertical: Duplex: Back Side

Copies

Duplex

Energy Saver Mode 1
Energy Saver Mode 2 Timer
Print Error Report

Low Humidity Mode

Form Lines
Point Size
Symbol Set
Extend A4 Width
Resolution

Timeout: Network
IP Address
Gateway Address
USB Setting
[Psec

Host Name

Duplex Counter

Paper Misfeed: Duplex Unit
Internal Misfeed
Paper Misfeed: Bypass Tray

RICOH Aficio SP 3510DN

<

1

Off

Off

I minute
Off

Off

64

12.00

PC-8

Off

600 x 600 dpi

60 seconds
192,168.4.117
192.168.4.1
Auto Select
Inactive

3510DN-C9635C

814




Configuration Page (1/2)

Machine ID

Total Memory
Firmware Version
Printer Language
Attached Equipment
Print Cartridge
Transfer Roller
Paper Feed Roller
Fusing Unit

Tray Priority
Bypass Tray Priority
Bypass Tray

Tray 1

Riisk

Registration

Horizontal: Tray 1

Horizontal: Bypass Tray
Horizontal: Duplex; Back Side

Auto Continue

Sub Paper Size

Blank Page Print

Energy Saver Mode 2
Default Paper Size

Auto E-mail Notification
PCL6 Mode

Orientation

Font Number
Font Pitch
Courier Font
Append CR to LF

Timeout: USB

DHCP

Subnet Mask

Ethernet

Fixed USB Port
Timeout: Locked Print

MAC Address

Total Counter

Total Counter
Paper Misfeed: Standard Tray
Paper Misfeed: Tray |

Code 3 Code 3

T318Q130511

64MB

Bootloader[V0.12], Firmware[V2.10/M1165052D], Engine[1.01:01 ]
PCL 5¢[V2.10], PCL XL[V2.10], Adobe PostScript 3[V2.10}

Tray |

Machine Setting(s)

Ad Plain Paper (65-99g/m2)
A4 Plain Paper {65-99g/m2)

0 Vertical: Tray |
0 Vertical: Bypass Tray
0 Vertical: Duplex: Back Side

Off Copies

Off Duplex

On Energy Saver Mode |
On Energy Saver Mode 2 Timer
Ad Print Error Report
Off Low Humidity Mode
SP 3500/3510

Portrait Form Lines

0 Point Size

10.00 Symbol Set

Regular Extend A4 Width
Off Resolution

600 x 600 dpi

60 seconds Timeout: Network
Inactive IP Address
255,255.255.0 Gateway Address
Auto Select USB Setting

Off [Psec

60 seconds

00-26-73-¢9-61-29 Host Name

43878 Duplex Counter
70 Paper Misfeed: Duplex Unit
4 Internal Misfeed
53 Paper Misfeed: Bypass Tray

Code 3 Code 3 Code 3 Code 3 Code 3

RICOH Aficio SP 3510DN

o

1

Off

Off

1 minute
Ofif

Off

64

12.00

PC-8

Off

600 x 600 dpi

60 seconds
192.168.4.51
192.168.4.1
Auto Select
Inactive

DESKTOP-2406281

311

Code 3




A

Please send FAX from this edge.

Counter

Serial No.:

G165RB80022

Data of Today: 25 Feb. 2026 16:57

Total

62063

Please FAX to ...

16431




P

Conﬁguxatlon age(l/2) i RICOHSPCESQDN

Machine ID X094P900724

Total Memory 128MB

Firmware Version Bootloader{V1.00], Firmware[V1.01], Engine[01.01 ]

Printer Language PCL 5¢[V1.01], PCL XL[V1.0t], Adobe PostScript 3[V1.01]
Attached Equipment

Toner Status Black S k Yellow

Magenta S
Waste Toner Bottle
Intermediate Transfer Unit

Cyan
Supplies Status

Tray Priovity
Bypass Tray Priority
Bypass Tray

Tray | Priority

Tray 1

Tray 2

Auto Continue

Sub Paper Size
Blank Page Print
Energy Saver Mode 2
B&W Page Detect
Default Paper Size
PCL6 Mode

Timeout (USB)
DHCP

Subnet Mask
Fixed USB Port
Active Interface

Orientation

Font Number
Font Pitch
Courier Font
Append CR to LF

Resolution

MAC Address

Total Counter
Color Counter
Economy Color Prints (Color)

Code 3 Code3

170,86,0 / 73717,31240,28741,40723 / 17594,7842,7880,8262

0,0,0,0/0,0,0,0/4,544/4,1,2,3

Fusing Unit
Fransfer Roller

Tray 1

Machine Setting(s)
A4

Machine Setting(s)
Ad

Off
Off
On

On
Ad
SP C230/C252

60 seconds
Inactive
255.255.255.0
Off

Ethernet

Portrait
0

10.00
Regular
Off

600x600dpi 1bit

00-26-73-69-a5-¢ea

19497
14274
0

Code 3

Middle Thick Paper (75-90g/m2})

Middle Thick Paper (75-90g/m2)

Copies

Duplex

Energy Saver Mode 1
Energy Saver 2 Timer
Print Error Report
B&W Print Priority

Timeout {(Network)
IP Address

Gateway Address
IPsec

Locked Print Timeout

Form Lines
Point Size
Symbol Set
Extend A4 Width
Resolution

Color Profile

Host Name

B&W Counter
Duplex Counter

1

Off

Off

1 minute
Off

Off

60 seconds
192.168.4.22
192.168.4,1
Inactive

60 seconds

64

12.00

PC-8

Off
600x600dpi 1bit

Solid Color

C252DN-69A5EA

5133
8




Configuration Page (1/2)

Machitie 1D © T318Q230022
Total Memory 64MB
Firmware Version

Bootloader] V0.12], Firmware[V2.10/M1165052D], Engine[1.01:01 ]

Printer Language PCL 5¢[V2.10], PCL XL{V2.10], Adobe PostScript 3[V2.10]

Attached Equipment
Print Cartridge
Transfer Roller
Paper Feed Roller

Fusing Unit

Tray Priority Tray |

Bypass Tray Priority Machine Setting(s}
Bypass Tray Ad

Tray 1 A4

Registration

Horizontal: Tray 1 0
Horizontal: Bypass Tray 0
Horizontal: Duplex: Back Side 0

Auto Continue Off
Sub Paper Size Off
Blank Page Print On
Energy Saver Mode 2 On
Default Paper Size Ad
Auto E-mail Notification Off
PCL6 Mode SP 3500/3510
Orientation Portrait
Font Number 0
Font Pitch 10.00
Courier Font Regular
Append CR to LF Off

600 x 600 dpi
Timeout; USB 60 seconds
DHCP Inactive
Subnet Mask 255.255.255.0
Ethernet Auto Select
Fixed USB Port Off

Timeout: Locked Print 60 seconds

MAC Address 00-26-73-c9-63-6b
Total Counter 79464
124
Paper Misfeed: Standard Tray 2
Paper Misfeed: Tray | 93

Code 3

Plain Paper (65-99g/m2)
Plain Paper (65-99g/m2)

Vertical: Tray 1
Vertical: Bypass Tray
Vertical: Duplex: Back Side

Copies
Duplex
Energy Saver Mode |

Energy Saver Mode 2 Timer

Print Error Report
Low Humidity Mode

Form Lines
Point Size
Symbol Set
Extend A4 Width
Resolution

Timeout: Network
IP Address
Gateway Address
USB Setting
IPsec

Host Name

Duplex Counter

Paper Misfeed: Duplex Unit
Internal Misfeed
Paper Misfeed: Bypass Tray

RICOH Aficio SP 3510DN

<

1

Off

Off

1 minute
Off

Off

64

12.00

PC-8

Off

600 x 600 dpi

60 seconds
192,168.4.106
192.168.4.1
Auto Select
Inactive

DELL-240628

248

22




A

Please send FAX from this edge,

Page Counter

Serial No.: G696M850500
Data of Today: 25 Feb. 2026 17.05

Copier:Color 3062
CopierB & W 78371
Printer:Color 221859
Printer:-B & W 49324
Color Total 224921
B & W Total 127695

Please FAX to ...

16431




RICOH Aficio SP 3510DN

Configuration Page (1/2)

T318Q230031

Total Memory 64MB
Firmware Version Bootloader[V0.12], Firmware[V2.10/M1165052D], Engine[1.01:01 ]
Printer Language PCL 5e[V2.10], PCL XL[V2.10], Adobe PostScript 3[V2.10]

Attached Equipment
Print Cartridge
Transfer Roller
Paper Feed Roller
Fusing Unit

Tray Priority Tray 1

Bypass Tray Priority
Bypass Tray Ad
Tray 1 Ad

Registration

Horizontal: Tray 1 0 Vertical: Tray | 0

Horizontal: Bypass Tray 0 Vertical; Bypass Tray 0

Horizontal: Duplex: Back Side 0 Vertical: Duplex: Back Side 0

Auto Continue Off Copies 1

Sub Paper Size Off Duplex Off

Blank Page Print On Encrgy Saver Mode 1 Off

Energy Saver Mode 2 On Energy Saver Mode 2 Timer | minute
Defauit Paper Size Ad Print Error Report Off

Auto E-mail Notification Off Low Humidity Mode Off

PCL6 Mode SP 3500/3510

Orientation Portrait Form Lines 64

Font Number 0 Point Size 12.00

Font Pitch 10.00 Symbol Set PC-8

Courier Font Regular Extend A4 Width Off

Append CR to LF Off Resolution 600 x 600 dpi
Resolution 600 x 600 dpi

Timeout: USB 60 seconds Timeout: Network 60 seconds
DHCP Inactive IP Address 192.1684.111
Subnet Mask 255.255.255.0 Gateway Address 162.168.4.1
Ethernet Auto Select USB Setting Auto Select
Fixed USB Port Off [Psec Inactive
Timeout: Locked Print 60 seconds

MAC Address 00-26-73-¢9-63-5d Host Name 3510DN-C9635D
Total Counter 126807 Duplex Counter 279

Total Counter 50 Paper Misfeed: Duplex Unit 0

Paper Misfeed: Standard Tray 3 Internal Misfeed 12

Paper Misfeed: Tra 35 Paper Misfeed: Bypass Tray 0

Code 3 Code 3 Code 3

Machine Setting(s)

Code 3

Code 3

Plain Paper (65-99g/m2)
Plain Paper (65-99g/m2)

Code 3 Code 3

Code 3




Configuration Page (1/2)

Machine ID

Total Memory
Firmware Version
Printer Language
Attached Equipment
Print Cartridge
Transfer Roller
Paper Feed Roller
Fusing Unit

Tray Priority

Bypass Tray Priority
Bypass Tray

Tray |

Registration

Horizontal: Tray [

Horizontal: Bypass Tray
Horizontal: Duplex: Back Side

Auto Continue

Sub Paper Size

Blank Page Print

Energy Saver Mode 2
Default Paper Size

Auto E-mail Notification
PCL6 Mode

Orientation

Font Number
Font Pitch
Courier Font
Append CR to LF

Resolution

Timeout; USB

DHCP

Subnet Mask

Ethernet

Fixed USB Port
Timeout: Locked Print

MAC Address

Total Counter

Total Counter
Paper Misfeed: Standard Tray
Paper Misfeed: Tray 1

T318Q230027

64MB

Bootloader[V0.12], Firmware[V2.[0/M1165052D], Engine[1.01:01 ]
PCL 5¢[V2.10], PCL XL[V2.10], Adobe PostScript 3[V2.10]

Tray 1

Machine Setting(s)

Ad Plain Paper {65-99g/m2)
Ad Plain Paper (65-99g/m2)

0 Vertical: Tray 1

0 Vertical: Bypass Tray

0 Vertical: Duplex; Back Side
Off Copies

Off BPuplex

On Energy Saver Mode |

On Energy Saver Mode 2 Timer
Ad Print Error Report

Off Low Humidity Mode

SP 3500/3510

Portrait Form Lines

0 Point Size

10.00 Symbol Set

Regular Extend A4 Width

Off Resolution

600 x 600 dpi

60 seconds Timeout: Network
Inactive IP Address
255.255.255.0 Gateway Address
Auto Select USB Setting

Off IPsec

60 seconds

00-26-73-c9-63-5a Host Name

126406 Duplex Counter
141 Paper Misfeed: Duplex Unit
6 Internal Misfeed
111 Paper Misfeed: Bypass Tray

Code 3 Code 3

Code 3 Code 3 Code 3 Code 3 Code 3

RICOH Aficio SP 3510DN

sl

1

Off

Off

1 minute
Off

Off

64

12,00

PC-8

Off

600 x 600 dpi

60 seconds
192.168.4.114
192.168.4.1
Auto Select
Inactive

ASUS-230118

2632

23

Code 3




Configuration Page (1/2)

Machine ID

Total Memory
Firmware Version
Printer Language
Attached Equipment
Print Cartridge
Transfer Roller
Paper Feed Roller
Fusing Unit

T318Q230030

04MB

RICOH Aficio SP 3510DN

Bootloader[V0.12], Firmware[V2.10/M1165052D], Engine[1.01:01 }
PCL 5e[V2.10], PCL XL[V2.10], Adobe PostScript 3[V2.10]

Tray Priority
Bypass Tray Priority
Bypass Tray

Tray 1

Tray 1

Machine Setting(s)

Ad
Ad

Registration

Horizontal: Tray 1

Horizontal: Bypass Tray
Horizontal: Duplex: Back Side

uto Continu

Sub Paper Size

Blank Page Print

Energy Saver Mode 2
Defauit Paper Size

Auto E-mail Notification
PCL6 Mode

Orientation

Font Number
Font Pitch
Courier Font
Append CR to LF

Off
SP 3500/3510

Portrait
0

10.00
Regular
Off

Resolution

imeout; USB

DHCP

Subnet Mask

Ethernet

Fixed USB Port
Timeout: Locked Print

Total Counter

Total Counter
Paper Misfeed: Standard Tray
Paper Misfeed: Tray 1

Code 3 Code 3

600 x 600 dpi

60 seconds
Inactive
255.255.255.0
Auto Select
Off

60 seconds

00-26-73-¢9-63-50

71239

82
5

£

Code 3

Plain Paper (65-99g/m2)
Plain Paper (65-99g/m2)

Vertical: Tray 1
Vertical: Bypass Tray
Vertical: Duplex: Back Side

Copies

Duplex

Energy Saver Mode 1
Energy Saver Mode 2 Timer
Print Error Report

Low Humidity Mode

Form Lines

Point Size
Symbol Set
Extend Ad Width
Resolution

Timeout: Network
TP Address
Gateway Address
USB Setting
IPsec

Host Name

Duplex Counter

Paper Misfeed: Duplex Unit
Internal Misfeed
Paper Misfeed: Bypass Tray

Code 3 Code 3

=

l

Off

Off

1 minute
off

Off

64

12.00

PC-8

Off

600 x 600 dpi

60 seconds
192.168.4.12
192.168.4.1
Auto Select
Inactive

3510DN-C96350

2162

35

Code 3




Configuration Page (1/2)

RICOH Aficio SP 3510DN

Machine [D

Total Memory
Firmware Version
Printer Language
Attached Equipment
Print Cartridge
Transfer Roller
Paper Feed Roller
Fusing Unit

T3180Q230028
64MB

Bootloader{V0.12], Firmware[V2.10/M1165052D)], Engine[l.01:01 ]
PCL 5e[V2.10}, PCL XL[V2.10], Adobe PostScript 3[V2.10]

Tray Priority
Bypass Tray Priority
Bypass Tray

Tray 1

Tray t

Machine Setting(s)
Ad

Ad

Registration

Horizontal: Tray 1

Horizontal: Bypass Tray
Horizontal: Duplex: Back Side

Auto Continue

Sub Paper Size

Blank Page Print

Energy Saver Mode 2
Default Paper Size

Auto E-mail Notification
PCL6 Mode

Off
SP 3500/3510

rientation

Font Number
Font Pitch
Courier Font
Append CR to LF

Portrait
0

10.00
Regular
Off

Resolution

600 x 600 dpi

Timeout: USB

DHCP

Subnet Mask

Ethernet

Fixed USB Port
Timeout: Locked Print

60 seconds
Inactive
255.255.255.0
Auto Select
Off

60 seconds

MAC Address

Total Counter
Paper Misfeed: Standard Tray
Paper Misfeed: Tray 1

00-26-73-¢9-63-5¢

103644

IS5
12
69

Code3

Code 3

Code 3 Code 3

Code 3

Plain Paper {65-99g/m?2)
Plain Paper {(65-99g/m2)

Vertical: Tray 1
Vertical: Bypass Tray
Vertical: Duplex: Back Side

Copies

Duplex

Energy Saver Mode [
Energy Saver Mode 2 Thner
Print Error Report

Low Humidity Mode

Form Lines
Point Size
Symbol Set
Extend A4 Width
Resolution

Timeout: Network
IP Address
Gateway Address
USB Setting
{Psec

Host Name

Duplex Counter

Paper Misfeed: Duplex Unit
Internal Misfeed
Paper Misteed: Bypass Tray

Code 3 Code 3

[

1

Ooff

Offt

I minute
Off

Off

64

12.00

PC-8

Off

600 x 600 dpi

60 seconds
192.168.4.11
192.168.4.1
Auto Select
Inactive

3510DN-C9635E

266

34

Code 3




